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Federal Communications Commission § 2.1060 

(3) The supply voltage shall be meas-
ured at the input to the cable normally 
provided with the equipment, or at the 
power supply terminals if cables are 
not normally provided. Effects on fre-
quency of transmitter keying (except 
for broadcast transmitters) and any 
heating element cycling at the nomi-
nal supply voltage and at each extreme 
also shall be shown. 

(e) When deemed necessary, the Com-
mission may require tests of frequency 
stability under conditions in addition 
to those specifically set out in para-
graphs (a), (b), (c), and (d) of this sec-
tion. (For example measurements 
showing the effect of proximity to 
large metal objects, or of various types 
of antennas, may be required for port-
able equipment.) 

[39 FR 5919, Feb. 14, 1974, as amended at 51 
FR 31304, Sept. 2, 1986; 56 FR 11682, Mar. 20, 
1991. Redesignated at 63 FR 36599, July 7, 
1998. 68 FR 68545, Dec. 9, 2003] 

§ 2.1057 Frequency spectrum to be in-
vestigated. 

(a) In all of the measurements set 
forth in §§ 2.1051 and 2.1053, the spec-
trum shall be investigated from the 
lowest radio frequency signal gen-
erated in the equipment, without going 
below 9 kHz, up to at least the fre-
quency shown below: 

(1) If the equipment operates below 10 
GHz: to the tenth harmonic of the 
highest fundamental frequency or to 40 
GHz, whichever is lower. 

(2) If the equipment operates at or 
above 10 GHz and below 30 GHz: to the 
fifth harmonic of the highest funda-
mental frequency or to 100 GHz, which-
ever is lower. 

(3) If the equipment operates at or 
above 30 GHz: to the fifth harmonic of 
the highest fundamental frequency or 
to 200 GHz, whichever is lower. 

(b) Particular attention should be 
paid to harmonics and subharmonics of 
the carrier frequency as well as to 
those frequencies removed from the 
carrier by multiples of the oscillator 
frequency. Radiation at the frequencies 
of multiplier stages should also be 
checked. 

(c) The amplitude of spurious emis-
sions which are attenuated more than 
20 dB below the permissible value need 
not be reported. 

(d) Unless otherwise specified, meas-
urements above 40 GHz shall be per-
formed using a minimum resolution 
bandwidth of 1 MHz. 

[61 FR 14502, Apr. 2, 1996. Redesignated and 
amended at 63 FR 36599, July 7, 1998] 

§ 2.1060 Equipment for use in the ama-
teur radio service. 

(a) The general provisions of §§ 2.925, 
2.1031, 2.1033, 2.1041, 2.1043, 2.1051, 2.1053 
and 2.1057 shall apply to applications 
for, and grants of, certification for 
equipment operated under the require-
ments of part 97 of this chapter, the 
Amateur Radio Service. 

(b) When performing the tests speci-
fied in §§ 2.1051 and 2.1053 of this part, 
the center of the transmitted band-
width shall be within the operating fre-
quency band by an amount equal to 50 
percent of the bandwidth utilized for 
the tests. In addition, said tests shall 
be made on at least one frequency in 
each of the bands within which the 
equipment is capable of tuning. 

(c) Any supplier of an external radio 
frequency power amplifier kit as de-
fined by § 97.3(a)(17) of this chapter 
shall comply with the following re-
quirements: 

(1) Assembly of one unit of a specific 
type shall be made in exact accordance 
with the instructions being supplied 
with the product being marketed. If all 
of the necessary components are not 
normally furnished with the kit, as-
sembly shall be made using the rec-
ommended components. 

(2) The measurement data required 
for certification shall be obtained for 
this unit and submitted with the cer-
tification application. Unless otherwise 
requested, it is not necessary to submit 
this unit with the application. 

(3) A copy of the exact instructions 
which will be provided for assembly of 
the equipment shall be provided in ad-
dition to other material required by 
§ 2.1033 of this part. 

(4) The identification label required 
by § 2.925 of this part shall be perma-
nently affixed to the assembled unit 
and shall be of sufficient size so as to 
be easily read. The following informa-
tion shall be shown on the label: 

(Name of Grantee of Certification) 
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FCC ID: (The number assigned to the equip-
ment by the grantor) 

This amplifier can be expected to comply 
with part 97 of the FCC Regulations when as-
sembled and aligned in strict accordance 
with the instruction manual using compo-
nents with the kit or an exact equivalent 
thereof. 

(Title and signature of responsible represent-
ative of Grantee) 

Statement of Compliance 

I state that I have constructed this equip-
ment in accordance with the instruction 
manual and using the parts furnished by the 
supplier of this kit. 

(Signature) 

(Date) 

(Amateur call sign) (Class of license) 

(Expiration date of license) 

(To be signed by the person responsible for 
proper assembly of kit.) 

(5) If requested, an unassembled unit 
shall be provided for assembly and test 
by the Commission. Shipping charges 
to and from the Commission’s Labora-
tory shall be borne by the applicant. 

(d) Certification of external radio fre-
quency power amplifiers and amplifier 
kits may be denied when denial serves 
the public interest, convenience and 
necessity by preventing the use of 
these amplifiers in services other than 
the Amateur Radio Service. Other uses 
of these amplifiers, such as in the Citi-
zens Band Radio Service, are prohib-
ited (§ 95.411 of this chapter). Examples 
of features which may result in the de-
nial of certification are contained in 
§ 97.317 of this chapter. 

[63 FR 36601, July 7, 1998] 

DECLARATION OF CONFORMITY 

§ 2.1071 Cross reference. 
The general provisions of this sub-

part, shall apply to equipment subject 
to a Declaration of Conformity. 

[61 FR 31046, June 19, 1996] 

§ 2.1072 Limitation on Declaration of 
Conformity. 

(a) The Declaration of Conformity 
signifies that the responsible party, as 
defined in § 2.909, has determined that 
the equipment has been shown to com-
ply with the applicable technical 
standards if no unauthorized change is 
made in the equipment and if the 

equipment is properly maintained and 
operated. Compliance with these stand-
ards shall not be construed to be a find-
ing by the responsible party with re-
spect to matters not encompassed by 
the Commission’s rules. 

(b) A Declaration of Conformity by 
the responsible party is effective until 
a termination date is otherwise estab-
lished by the Commission. 

(c) No person shall, in any adver-
tising matter, brochure, etc., use or 
make reference to a Declaration of 
Conformity in a deceptive or mis-
leading manner or convey the impres-
sion that such a Declaration of Con-
formity reflects more than a deter-
mination by the responsible party that 
the device or product has been shown 
to be capable of complying with the ap-
plicable technical standards of the 
Commission’s rules. 

[61 FR 31046, June 19, 1996] 

§ 2.1073 Responsibilities. 
(a) The responsible party, as defined 

in § 2.909, must warrant that each unit 
of equipment marketed under a Dec-
laration of Conformity is identical to 
the unit tested and found acceptable 
with the standards and that the records 
maintained by the responsible party 
continue to reflect the equipment 
being produced under the Declaration 
of Conformity within the variation 
that can be expected due to quantity 
production and testing on a statistical 
basis. 

(b) The responsible party, if different 
from the manufacturer, may upon re-
ceiving a written statement from the 
manufacturer that the equipment com-
plies with the appropriate technical 
standards rely on the manufacturer or 
independent testing agency to deter-
mine compliance. However, the test 
records required by § 2.1075 shall be in 
the English language and shall be made 
available to the Commission upon a 
reasonable request in accordance with 
the provisions of § 2.1076. 

(c) In the case of transfer of control 
of the equipment, as in the case of sale 
or merger of the responsible party, the 
new responsible party shall bear the re-
sponsibility of continued compliance of 
the equipment. 

(d) Equipment shall be retested to 
demonstrate continued compliance 
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